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SUMMARY

A family of nacelle mounted high angle boattall nozzles was tested to Ilnvestigate Reynolds number
effects on drag. The nozzles were flown on a modified P-106B and mounted on scale modela of an F-106 in a
wind tunnel, A 19- to l-range of Reynolds number was covered as a result of the large size differences
hetween models and by flying over a vange of altitude. 1In flight the nozzles were mounted behind J-85
turbojet engines. Jet boundary simulators and a powered turbojet engine simulator were used on the wind
tunnel models, Data were taken at Mach numbers of 0.6 and 0.9. Boattaill drag was found to be affected by
Beynolda number, The effect is a complex relationship dependent upon boundary lsyer thickness and nozzle
boattail shape. As Reynolda number was increased from the lowest values obtained with scale models, boat-
tail drag first Increased to a maximum at the lowest flight Reynolds number and then decreased,

SYMBOLS
Aht boattail projected area
Am nacelle cross-sectional area at boattail juncture
CD boattall preasure drap coefficlent, Mﬁﬁ%
Cp pressure coefficient, ~ Po 5 0.7 Fo Am" H"
0.7 Py Mo
D nacelle diameter at boattail juncture
L nozzle length
LS free-stream Mach nimber
B total pressure at mozzle throat
p boattail static pressure
Py free-stream static pressure
Re Reynolds number - based on a characteristic leagth of 5.18 m for flight and appropriately
scaled values for the wind tunmel models
X axial distance from beginning of boattall shoulder
o angle of attack
B boattail terminal angle

INTRODUCTION

Developing a working technique to predict in-flight aerodynamic performance of aircraft components
has been a goal of aerodynamicists for many years. To date analytical techniques are nmot sufficiently
developed to handle complex geometries of new aircraft. As a result the best technique available is test-
ing small subgcale models in wind tunnels. Wind tumnel testing is limited to small models, especially at
transonic Mach numbers where blockage effects are ecritical. Because of the small size of the models, even
varigble dengity wind tunnels cannot achieve flight walues of Reynolds number.

It has been found that on certain alrcraft comporents, Reynelds number has an unpredictable effect on
the aerodynamic performance. In particular, the aerodynamic drag of boattall nozzles has been found to be
thus affected.

Alrcraft powered by afterburning turbofan engines require larpge nozzle exit area varilatlons, In a
subsenic cruise condition with the engine in a nonafterburning mode, large projected boattail areas result,
In order to keep-the nozzle reasonably short, high boattail angles become mecessary, The drag of these
nozzles can be a significant percentage of total airplane drag. Sensitivity of this drag to Reynolds pum-
ber introducea a large ungertainty in predictdion of afrcraft performance.

4 family of boattall nozzles was tested, both in flight and in a wind _tunnel, over a 19=-to-1 range of
Reynolds mumber. The results were previously reported in references 1 throuygh 4, Flight tests were pade
using an F-106B aircraft modified to carry two underwing research nacelles, These nacelles housed J-85
engines and were 63,5 cm in diameter at the npzzles, Reynolds riumber was varied by flying at altitudes
ranging from 3048 to 13 700 meters at subsenic speeds. The nozzles tested had several boattall geometries
that displayed a wide range of sensitivity to Reynoclds number. Soge of the nozzles were alsc tested in
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the Lewis Research Center 8- by 6-Foot Supersonic Wind Tunnel on 5 and 22 percenmt acale F-106 models
{ref. 2) which provided data at the lower Reynolds numbers.

Initial results frem the £light program (refs. 1 and 2), showed a trend of decreasing beattail drag
for all the nozzles with increasing Reynolds mmber. The model data did not follow that trend. At the
lower wind tunnel Reynolds numbers boattaill drag decreased with decreasing Reynolds number, These drag
variations with Reynolds number appeared to be a result of changes in boundary layer thickness and
changes in the separated flow on the aft boattail,.

A second independent investigation (ref. 5) showed the same trend at the lower Reynolds numbers. In
that test, boundary layer over nozzle boattails was artificially thickened by an upstream fence to simu-
late operation at a lower Reynolds number.

In this paper some of the effects of nozzle boattail shape on drag variation with Reynolds number
will be discuased.

APPARATUS AND PROCEDTRE
Modifications to Aircraft

An P-106B (two-seat version) has been modified to carry two underwing research nacelles located sym-
metrically at the 32 percent semi-span position (fig. 1). The elevons were cut out over the nacelles and
replaced by a fixed section. The nacelles were mounted to the wing by means of forward and rear links
which allowed axial forces to be measured by a load cell (fig, 2). Drag data pregented herein, however,
were cbtained by integration of pressure measurements on the boattall surfaces, Hormal slgcck. inlets were
used in the flights described. The nacelles were mounted with a negative incidence of 4% {relative to

the wing chord) so that the aft portion of the nacelle was tangent to the wing lower surface, The nacelles
housed J-83 afterburning turbojet engines. However, the tests described were restricted to nonmafterburning.
Secondary air to cool the engine was bled from the inlet through an adjustable valve, The nacelle and ex-
haust nozzles were €3.5 cm in diameter with a bulged fairing over the engine accessories.

Data were recorded in flight using the digital system described in reference 6. Thils system used
10 scani valves with a total capability of measuring 480 pressures. Ninety-six other parameters such as
flighe conditions, woltages, and temperatures could also be recorded. Data system scan time was 11.6 sec—
onds,

Data could be taken simultaneously on left and right nozzles. Each nozzle had 10 rows of area
weighted static pressure orifices, % in each row, which can be seen in figure 3. Also shown is a window
in the tail through which movies of tufts mounted on the nozzles could be taken. A second window waa lo-
cated on the opposite side of the tail permitting photographs to be taken of either the left or right
sides.

Flight Procedures

Research flights have been made with the modified afrecraft at Mach mumbers to 1.3. The flights de-
seribed herein, however, were made at Mach numbers from 0.6 to 0.9, and altitudes to 13 700 m. In order
to vary Reynolds number while holding Mach number and angle of attack comstant, most of the data were
recoxded while in coordinated turns, Flights at the lowest altitudes (3048 m) were made in turns of
highest load factor; about 2.5 g. Data at 13 700 m altitude was obtained in level flight. Thus, the
high angle of attack required fo sustaln level flight at high altitude was also obtaiped at low alti-
tude. The Reynelds numbex was based on a characteristic length of 5.18 m which takes into consideration
the wing chord at the nacelle station (7.32 m) and the nacelle length {3.96 m}.

Wind Tunnel Models

Figure 4 shows the 5 percent scale F-106 model that wae tested in the Lewis Research Center B— by
6-Foot Supersonic Wind Tunnel. This model is shown in the photograph with flow through nacelles and
solid jet boundary simulators. The data presented were obtained with conical forebodies closing the in-
lets. Nozzles on this model had &4 rows of B area weighted static pressure orifices along thé boattails,
Data were obtained on this model at Mach numbers of 0.6 and 0.9 at angle of attack up to 15°.

The 22 percent scale half span F-106 model is shown in figure 5 mounted In the 8- by 6-Foot Supersonic
Wind Tunnel. It was tested with both a turbojet engine simulator and with a conical forebody clesing the
inlet and a solid jet boundary simulator on the nozzle, The engine simulator incorporated a 6-stage,
axial-flow compressor powered by a 3-stage, axial-flow turbine. High pressure werm air was used to drive
the turbine, Detalls of the turbojet simulator are given in reference 7. The desipn characteristics of
this simulator permitted independent operation over a wide range of both inlet mass flow ratio and nozzle
pressure ratio which equaled those in flight.

Reynolds. numbers for the models were based on scaled values of the characteristic length used for
flight data. Reynolds mumbers between 3.5 and 4 million were obtained for the 5 percent model and between
14.5 and 18 million for the 22 percent model,

Boattail Nozzles

Nozzles used in this program were typical of those used on military aircraft having supersonic dash
capability and powered by afterburning turbofan engines. They were of three types as shown on flgure 6;
circular arc-conic, clreular arc, and contoured, A numbering system was used to designate the various noz—
zles, The first twn or three digite correspond to the radius ratin multiplied by 100. The last two digits
correspond to the terminal boattail angle. The radius ratio is defined as the ratio of the radius of the
boattail shoulder to the radius of a complete circular arc boattail with the same projected area and ter-
minal boattail angle. Table I indicates which nozzles were tested on the two models,
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All of the mozzles were flight tested. Three of the circular arc—conic boattails had a radius ratio
of 0.25, one having a 16° boattail angle and the other two a 24° terminal angle, The ascond two had iden-
tical beattails but one was spaced 25.4 centimeters (0.4 nozzle diameters), further downstream of the wing
trailing edge (designation Ex),.

There was one 0.65 radius ratio circular arc-conic nozzle with a 240 trailing edge angle; one 249 cir-
cular arc nozzle and a contoured nozzle, Dimensions of the contoured nozzle sre given in references 3
and 4, It was shaped to have a gradual initial turn followed by a ateep turn with a maximum local angle
of 31° and a reflex at the trailing edge. Photographa of these nozzles mounted on the aircraft are shown
in figure 7. Tufts can be seen on some of the mozzles. The most satisfactery tuft length used is shown
in figure 7(g) on the contoured nozzle.

RESULTS AND DISCUSSION

By comparing boattail drag data for the same mozzle at 5 percent, 22 percent, and full-scale, a wide
range of Reynolds number could be covered. The 22 percent model was tested with an engine simulator and
alsp with the inlets faired over and solid jet boundary simulators to determine whether data from the
3 percent model could be compared with flight data, The data of figure 8 indicate that nozzle drag is the
same for hoth methods. In addition, the effect of mozzle pressure ratic on beattail drag is relatively
small for the ranmge of nozzle pressure ratin investigated.

The 5 percent model was used to determine the sensitivity of boattail drapg to angle of attack, since
some variation in angle of attack was obtained with the airplane. The effect of angle of attack was found
to be small at Mach 0.6 (fi1g. 9) but became larger at high angles {above approximately 8°), at Mach 0.9.
The sensitivity of drag to angle of attack was low at both Mach numbers for the angles obtained in flight.

The tremd of boattail drag with Reynolds number 1e shown {n figure 10 for the circular-arc-conic noz-—
zles for both Mach numbers of 0.6 and 0.5. Drag coefficient was maximum at a value near the low end of
the flight Reynolds number range and dropped off as Reynoelds number wes eilther raised or lowered. Very
low values of drag coefficient were obtained with the 5 percent model, Values of drag coefficient for the
22 percent model fell in place between those of the smaller model and those from flight. 1In the flight
vange highest drag was cbtained with nozzle 2524 Ex which was extended rearward cut of the wing flow £ield,
Lowest drag wae obtained with the 16° nozzle 2516, The trend with all the nozzles in flight was decreas-
ing drag with increasing Reynolds number. '

The observed drag variation with Reynolds mmber fs probably a result of changes in the boundary
layer thicknese and changes in the separated Elow on the aft part of the beattall, Pressure distributions
on 4 typical nozzle boattail are shown achematically in figure 11 for three values of Reynoelds number.

The selid lines are typical of the observed pressure distributions. The dashed lines represent the pres—
sure distribution for inviscid flow. Drag is low at the very high Reynolds mumbers. Due te thin boundary
layer, the flow remains attached over all, or a major portion, of the boattail, This results in a large
expanslon at the boattail shoulder but allews the flow to recompress to relatively high pressures om the
aft boattail, which offset the low pressures at the shoulder. As the Reynolds mumber 1s decreased the
boundary layer becomes thicker. With the thicker boundary layer the flow cannet traverse the adverse
pressure gradient as far and will separate soomer. As the separation on the aft boattail increases, the
recompression is lost and drag increases. As the Reynolds number iz lowered still further the flow at the
boattail shoulder begins to change. The boundary layer becomes thicker causing separation to occur closer
to the boattail shoulder which decreases the overexpansion. Eventually the beneficlal effects of increas-
ing pressure at the shoulder become large enough to offset the adverse effects of increased separation on
the back of the boattail. Drag thus reaches a peak and then begins to decrease with further lowering of
Reynolde number.

The ueefulness of tufts as an indication of flow separation 1s illustrated in figure 12, Data are
ghown from four rows of pressure orifices with adjacent rows of tufts on the upper portilon of one of the
nozzles. An initial examination of the pressure curves shows that they are similar without a clear indi-
cation as to whether the flow is attached or separated. However, the laat three tufts on the A4 and B rows
indicate separated flow, while all of the tufts on rows C indicate ateached flow. A close examination of
the pressure curves reveals small differences in the level and shape of the No, 1 and 2 pressure rows
which correspond to the separated conditton. However, these differences are so small that they could not
be used alome to predict separation, Unpublished data taken with dynamic pressure transducers located in
a rake near the end of the 2524 boattail verified that the flow was unsteady aod thue might be oscillating
between attached and separated. Lag in the steady state pressure instrumentation would then produce values
intermediate between the two flow conditions, similar to that of rows No, 1 and 2.

The effect of mozzle boattail shape on drag variation with Reynolds number is illustrated in fig-
ure 13. Data are shown for one of the circular arc-conic nozzles, the circular arc and the contoured noz-
zle at a Mach number of 0.9. The 6524 clrcular arc—conic nozzle was selected since it had the lowest drag
at high Reynolds number, at this Mach number, of the high angled nozzles and was similar in length to the
contoured nezzle. The circular arc and contoured nozzles had nearly the same low sensitivity to Reynolds
number in the flight range. These two nozzles had nearly identical variatfon of drag with Reynolds mumber,
with two very different boattail flow fields. The circular arc-conic nozzle drag was more sensitive to
Beynolds number., Drag for this nozzle was higher than for the other two at {ntermediate and low Reynolds
numbers.,

Pressure distributions showing the reasons for these drag variations are given in figure 14 at three
Reynolds nugbers. Data ate presented as a function of percent of boattafl projected area to permit a more
direct comparison of the various length mozzles. The circulsr arc-conic and contoured nozzles were nearly
the same length and the circular arc nozzle was about 22 percent longer. At the hipghest flight Reynolda
number (fig. 14(a)) the circular arc—conic nozzle had the most overexpansion fellowed by a rapid recompres—
slon and a small amount of separation beginning at about 80 percent of the projected area,

The pressure distributions for the circular arc and contoured nozzles show different types of Elow.
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With the cireular sre nozzle attached flow was maintained over the entire boattail, Because turning ia
gradual with this nozzle, the expanzion at the shoulder was small and the flow had a slow but continuous
compreasion over the remainder of the boattail. The contoured nozzle alss had a gradual turn at the
shoulder with a relatively small expansion, However, downstream of this point the turning increased
rapidly. A rapid recompression ensued followed by separation over mbout half the beattail projected area.
The advantage of this nozzle is the minimum expansion at the shoulder and the fact that the flow com—
pressed to a high value before it separated.

At the lowest Reynolds number obtained in flight (fig, 14(b)) the pressure distribution for the cir-
cular arc—conic nozzle showed the greatest change from that at the higheat Reynolds number. There was
legs overexpansion at the ahoulder, a less rapid recompression and more flow separation. This accounted
for its increase in drag. The circular arc nomrle, because of its gradual turn, maintained an attached
flow over most of the boattail and therefere bad little change in boattail drag. The contoured nozzle,
on the other hand, because of its rapld turning fizes the separation point and the flow remained separated
over the same portion of the beattall resulting in little or no change in boattail drag,

At the mich lower Reynolds number of the 5 percent scale model (fig. 14{c)), overexpansion at the
shoulder was less for all nezzles, Recompression occurred more rapidly and pressures on the aft portion
were generally higher than for the higher Reynolds numbers, The tesult was the low drag for all three
nozzles shown in figure 13,

Analytical Prediction

The complex nature of flow over boattail nozzles has thus far precluded the generation of a completely
satisfactory analytical model. Presz (ref. 8) has reported success in predicting the point of separation
and pressure distribution on boattail nozzles. Variations in boattail pressure distributions reported in
this reference are similar to those observed on the F-106 aircraft. More analysis is needed; in particelar
to include 3-dimensional effects.

CORCLUSIONS

A family of nacelle mounted, high angle boattail nozzlea was tested to determine Reynolds number ef-
fects on drag. A 19 to 1 range of Reynolds number was covered by using nozzles mounted behind J85 turbo-
Jet engines on a modified F-106B fn flight and scale models in a wind tunnel. Data were pbtained at Mach
numbers of 0.6 and 0.9, The following conclusiona can be made:

1. Boattaill drag can be strongly affected by Reynolds number, The effect i3 a complex relationship
tesukting from the effect of boundary layer characteristics on aft boattail separation.

2. As Reynolds number waa increased from the lowest values for scale models, boattail drag first in=-
creased and then decreased in the range of Reynolds number obtained at full ascale in flight, As a result,
data from small scale wodels gemerally underpredicted full-scale drag.

3. Sensitivity of boattail drag to Reynolda bumber was dependent on boattall shape.

4. A contoured nozzle having a large region of separated flow had drag as low as a longer circular arc
nozzle which had little flow separation., The drag semsitivity to Reynolds number was about the same as
for the circular arc nozzle.
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TABLE 1. - BOATTAIL NOZZLES TESTED

Type Designation | Projected area | Length, | Nozzle tested on
ratio, L/D
A fhiax F-106| 5% 227
nodel | model
Circular arc-conic 2516 6.75 L 2.20 X X X
2524 0.75 1.43 X X X
2524 Ex 0.75 1.43 X
6524 0.75 1.92 X X X
Circular arc 10024 0,75 2.35 H X
Contoured 0,71 L.94 X X
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Figure 1. - Modified F-106B in flight.
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Figure 2. - Nacelle-engine installation.
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Figure 3. - Boattail nozzles installed on F-106B ajrcraft.
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Figure 4. - 0.05 scale F-106 model in 8x6 tunnel.
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Figure 5. - 0.22 scale F-106 model in 8x6 tunnel.
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Figure 6, - Schematic of boattail types.
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(a) Boattail nozzle 2516, radius ratio 0.25, boattail angle 16°.
Figure 7. - Boattail nozzles.
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(b) Boattail nozzle 2524, radius ratio 0. 25,

Figure 7. - Continued.

boattail angle 24°,
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(c) Boattail nozzle 2524 Ex (extended), radius ratio 0. 25, boattail angle 24°.
Figure 7. - Continued.
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(d) Boattail nozzle 6524, radius ratio 0.65, boattail anqgle 24°,
Figure 7. - Continued.
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(e) Boattail nozzle 10024, full circular arc, terminal boattail angle 240,

Figure 7. - Continued.
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C-73-2035

(f) Contoured boattail.
Figure 7. - Concluded.



BOATTAIL DRAG COEFFICIENT, Cp
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— JET BOUNDARY SIMULATORS INSTALLED
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Figure 8. - Effect of pressure ratio on boattail drag on the 0. 22 scale
model; Mo, (.9.
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BOATTAIL DRAG COEFFICIENT, Cp
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Figure 9. - Effect of angle of attack on boattail
drag on the 0. 05 scale F-106 model.



BOATTAIL DRAG COEFFICIENT, Cp
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OPEN SYMBOLS DENOTE FLIGHT DATA
FLAGGED SYMBOLS DENOTE 22% SCALE MODEL (TURBOQJET SIMULATOR)
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Figure 10. - Reynolds number effect on circular arc-conic boattails.
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BOATTAIL DRAG COEFFICIENT, Cp
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SOLID SYMBOLS DENQTE 5% SCALE MODEL
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REYNOLDS NUMBER, Re

(b) MACH NUMBER, 0.9,
Figure 10, - Concluded.
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Figure 11, - Reynolds number effects on circular arc-conic boattails.
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BOATTAIL PRESSURE COEFFICIENT, Cp

PRESSURE
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(@) TUFT PICTURE.
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(b) PRESSURE DISTRIBUTION.

Figure 12. - Determination of separation. Nozzle 2524;
Mo, 0.9 Re, 49.2x10°.
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BOATTAIL DRAG COEFFICIENT, Cp
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Figure 13. - Reynolds number effect on boattail geometries
with attached and separated flows; Mp,=0.9; o, 4°,
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BOATTAIL PRESSURE COEFFICIENT, Cp
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O CONTOURED 69x10°
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Figure 14. - Pressure distributions on boattails with
attached and separated flows. Mg, 0.9; 180°
meridian angle,
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Figure 14. - Continued.
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BOATTAIL PRESSURE COEFFICIENT, Cp
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Figure 14, - Concluded.
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